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V Fixture Specifications
Fixture Lamps Lamp Type Dimensions Weight w/ Lamps
4ft Double 2 F75/712 52 x 7.5x3.5" w/ 6" barndoors 7.71b
(132 x 19 x 9em w/ 15¢m barndoors) (3.5kg)
2ft Double 2 F40/T12 27x7.5x3.5" w/ 6" barndoors 471
(68.5x19 x 9em w/ 15¢cm bandoors) (2.1kg)
¥ Ballast Specifications
Input Output Lamp Output
Ballast Voltage Frequency : Amperage Switch i Switch i Dimensions Weight
Double 120VAC i 25kHz i F75/2.4A, FAO/1.6A, i 1~2 2ft~4ft : 9x9.5x3" 351b
Select 50/60Hz F30/1.3A (23 %24 x 7.6cm) (1.5kg)
Double 230VAC | 25kHz i F75/1.4A,FA0/0.9A, i 1~2 2ft~4ft { 9x9.5x3" 38
Select 50/60Hz F30/0.7A (23 x 24 x 7.6¢m) (1.7kg)

V¥ Details

he popular Double portable ¥ Double Systems ¥ Double Accessories
lighting system needs no intro-
duction. The trim profile of the CFX-4802 DFS-4802 MTP-BAL
fixture and lightweight design Aft Fixture 4ft Flozier, Full Flno Bal)last Baby Mount
' 16mm
makes it perfect for both soft key CFX-2402 DFS4802H
and fill lighting in tight locations. 2ft Fixture = 4ft Flozir, Half
Key features are:
MTP-KLAL DFSD2 X09-12
) Kino 41L Mount 2ft Flozier, Full Extension, 12ft
The 2-Lamp Fixture w/ 3/8" Pin (10mm)
= Built-in Barndoors — g;SE?Z:H al
- Removable Lamp Harness, oz, e
Ref_lector and.Louver %0925 MTPBLAL P XM
= Twist-on, locking Center Mount Extension, 25t - Kino 41L Mount Double to Single Splitter
- True Match® daylight and w/ Baby Recelver (16mm)
tungsten lamps
The High Output Ballast BAL-215-120 MIP-BL41S X09-A16
= HO/Standard switching Select Balast, 120VAC Kino 411 Mount Double to 4Bank Combiner
= Flicker-free, remote operation BAL215:230 W/ Baby Short (16mm)
= Instant-on, dead quiet Select Ballast, 230VAC
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