
R Kino Flo
Lighting Systems

2840 N. Hollywood Way  Burbank, CA 91505KINO FLO
Tel (818) 767-6528        Fax (818) 767-7517    
www.kinoflo.com

Rev. 09-08-2014
Part No.3120116

Page 1 of 3

Celeb DMX Membrane Assembly
P/N: 6400035

QTY PART DESCRIPTION PART NO.

1
CELEB DMX
MEMBRANE
ASSEMBLY

6400035

4 NUT M3 NYLOCK 2000027

Unplug harnesses A, B, C, D, E, and F
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1
WASHER LOCK

TOOTH M3 INT SS 2030052



Once control interface is off, remove 
lock nuts. Then remove existing 
overlay plate with membrane. 

Replace with new assembly (Pic 4).
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Celeb DMX Membrane Assembly
P/N: 6400035

Pic 4

Pic 2 Pic 3

Remove pan head
screws and washers from control 
interface (Pic 1). Unlock flex cable 

connector (Pic 2) and remove 
cable (Pic 3). Then lift and remove 

control interface board.

Pic 1
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To reassemble, reverse the procedure. Use 
provided nylock nuts to fasten overlay plate 
and discard old ones. Add lock washer and 
hand tighten. Make sure to insert flex cable 
(Pic 5) and lock connector (Pic 6) once all 

components have been assembled onto lid.

Assemble ground 
wire as shown with 
green color on top

Pic 5 Pic 6

Insert blue-red-orange-gray-black wired harness into connector A
Insert white-red-green-black wired harness into connector B
Insert blue-orange-gray-green wired harness into connector C
Insert gray-orange-red-black wired harness into connector D
Insert white-red-green-black wired harness into connector E
Insert white-black-yellow wired harness into connector F
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